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Slip Base
Type 15-58 Handhole
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°
Finished grade @‘;‘
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2'-6" CIDH Pile

g or @ foundation

FRONT VIEW SIDE VIEW

TYPE 15-FBS

ADVANCE FLASHING BEACON WITH
SLIP BASE INSTALLATION

40'-0"

|
‘ Tapered steel arm 3%" x 93%" x 0.239" thickness

@47 4-way single section,

12" flashing beacon
90 LB maximum

17'-0" Min

: Finished grade

15° N

Handhole
(far side) -
Finished grade

CIDH Pile @—‘D
ELEVATION foundation 30"
Dia

TYPE 40-0-100

pole

Flashing
beacon
control
assembly.
See Note 2.

16'-0"
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11/, NPS
Chase
Nipple

Tapered steel
9%," x 124" x 177-0" x 0.2391" fhickness

Vi x 1
Backing ring

~ | —2 NPS Pipe
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Top, bottom

and sides

— Galvanized drain
‘ holes, 2 both

sides
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Typical

SAE
ELEVATION

14"-7 NC-3"

HS hex head

cap screw.

Tap pole plate —

2%" @ Hole, chased
edges for electrical
conductors ———

Detail B

Typical
e
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VIEW A-A
ARM CONNECTION

SIGNAL DETAILS

Bolt hole =

Bolt 8 + 4" R=2/7"

Axis of arm —,

[ RUAL

194" 8 x 42" x 8"
Anchor bolts
Set to 1'-5/4" bolt circle

BASE PLATE
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agents shall not be_responslble for the accuracy
or complefeness of electronic coples af this pian
shoer.
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NOTES:

1. See Standard Plans ES-4D and ES-4E for
attachment fitting details.

2. For wiring diagram, see Standard Plan ES-3B.

Flashing beacon control
assembly unless provided
elsewhere. See Nofe 2

One section signal face with 12"
signal indication and backplate

2'_0"
1 NPS
Chase
Nipple
Sign lighting fixture

1"C, Min, Type 1 conduit
Slip fitter

10'-0" Typical

Finished grade
TYPE 1-A, 1-B, 1-C AND 1-D
ADVANCE FLASHING
BEACON INSTALLATION

(See Project Plans for type
of standard to be installed)

/4" x 1" Backing
ring, tack weld

DETAIL B

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS
(SIGNAL AND LIGHTING
STANDARD
ADVANCE FLASHING BEACONS)
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